Australia Address

165 Grote Street Adelaide SA 5000

Tel : 088271 8898

Fax : 08 82710670
http://www.austandelevator.com.au

E-mail : jack-zhang@austandelevator.com.au

China Address

Room 1802-1803, Building C, World Trade Square ,

Fuhong Road Futian District, Shenzhen, China 518033

Tel: +86-755- 83674416 / 83689288 / 83688288 / 83670086

Fax: +86-755-83662191
Http://www.austandelevator.com

E-Mail: sales@austandelevator.com
Jjane@austandelevator.com

Safety For Life

Http://www.austandelevator.com

AUSTAND SMALL-PASSENGER ELEVATOR
CGR &DEPSeries

Safety For Life
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AUSTAND Elevatoris one important member of Australia
United Solomon Groups Pty Limited. Since 1975, AUSTAND
having 38 years of making lifts’ experiences,and it’ s one of
few MRL patent holder over the world (Patent NO. IP Australia
NO.2005100842). AUSTAND got much popularin more than 20
countries and area, including Australia, New Zealand,
Southeast Asia, Middle East, South America etc.
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Car001

AUSTAND small-passenger elevator CGR series project:
4S Auto car shop - Guangzhou

Ceiling: Bright star-3 Mirror st.st.
Cabin: Hairline st.st.

COP: Standard st.st. panel
Handrail: Mirror st.st. Round
Floor: Standard PVC floor
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Ceiling: CD-303 mirror stainless
steel, milky lamp sheet

Cabin: Front wall: Hairline st.st.
Side wall: Both side hairline st.st.,
centre etched

st.st.

Back wall: Both side hairline st.st.,
centre etched st.st.

COP: Standard st.st. panel
Handrail: Hairline st.st. Round
Floor: PVC
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Floor

Ceiling:

CD-465 mirror stainless steel, crystal
lamp standard

Cabin:

Front wall: Hairline st.st.

Side wall: Both side hairline st.st.,
centre etched st.st.

Back wall: Both side hairline st.st.,
cetre etched st.st.

COP: Standard st.st. panel
Handrail: Hairline st.st.Round
Floor: PVC

Ceiling:

Mirror st.st., milky lamp
sheet,crystallamp standard
Cabin: Hairline st.st., mirror st.st.
COP: Standard st.st. panel
Handrail: Hairline st.st. Round
Floor: PVC

Car005
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Ceiling:

Mirror st.st., arc milky ceiling
plate & acryl lamp decoration
Cabin:

Side wall: Hairline st.st.

Real wall: Planar safety glass
COP: Standard st.st. panel
Handrail: Hairline st.st. Round
Floor: PVC floor, marble
floor(optional)
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Car006 Advantages Of Austand CGR Series
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1 > Comply with European latest elevator standard En81-

1:1998+A3:2009

2 > Cheap — AUSTAND will try to reduce the cost for
customers by building the long-term strategic
cooperation with suppliers and offering the
overwhelming superiority of quantities.

3 > Small shaft size—AUSTAND CGR-450 has createdthe
largest lift car area in the small shaft 1600x1600mm.

4 > The guarantee of 3 year’' s quality guarantee for
mainboard,main parts and traction machine.

5 > Customer First Service—AUSTAND will give client
timely pre-sales,after sales training,accessories
supply,adjustment and technical support.

6 > Low requirement for buildings—The machine of
AUSTAND CGR-450 and the weight of overall system
are supported by guide rail, non-loaded demand for
the surface of shaft.

7 > Easy installation—AUSTAND supplies standard
installation templet frame and sample
line.Meanwhile,2 skilled workers can finish the
installation adjustment in one week.

8 > Safety of the platform wheel—AUSTAND CGR-450
keeps maintenance personnel’ s life safe by
adopting floor design under sling, and tries to offer
much more larger repair space for the ceiling roof.

Ceiling:

Mirror st.st., milky lamp sheet
crystal lamp standard

Cabin:

Side wall: The combination of
etched stripe st.st. & mirror st.st.
Real wall: Hairline st.st.

COP: Standard st.st. panel
Handrail: Mirror st.st. Round
Floor: Marble

ICar007
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The Traction And Safety System

Ceiling:

Mirror st.st., milky lamp sheet

crystal lamp standard
Ceiling Cabin:

The combination of hairline

mirror and etched st.st.

1 > AUSTAND Small-Passenger Elevator configuration
SGM VVVF gearless machine. Compared with
traditional machine, it shows more compact, more
safer, saving more energy and also green initiative.

2 > AUSTAND Small-Passenger Elevator configuration

.

il

COP: Standards st.st. panel
Handrail: Mirror st.st. Round
Floor: Standard PVC floor

VVVF synchronization car door operator which
corresponding with the European and Chinese
elevator safety standard about door locking
device, also it takes aim at MRL elevator
configuration with remote release speed governor
and progressive safety gear etc.
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Austand Control System And Drive System
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The Profile 3D Structure Chart

Features About AS-F5021 Control System
|

1 > AHC31-10 controller with 32 bits high-performance
industrial grade.

2 > Double CPU structure, mutual safety monitoring.

3 > Do sub district monitoring by isolate CAN, and own
strong ability of resistance.

4 > Stronger ability of electromagnetic interference, and
getting through 4000V pulse train test.

5 > Strong ability of static interference, via touching with
static and then discharge 8000V test.

6 > Corresponding with EN 81 & GB7588 elevators safety
standard.

Function Introduction About AS-F5021
[

| - Machine
A Letters patent 3 )

|l — Cabin

| — CW

Certificate of Innovation Patent

Energy Feedback Technology

[

Ways of communication:CANBUS

Supporting direct approach

Supporting re-levelling & re-opening function
possess duplex control & group control for 8
elevators

Supporting subdistrict monitoring, and as well
as the running procedure

The Austand Elevator is equipped with an energy efficient
regeneration management system that returns 30% of the
energy produced by the upward and downward lift
movement . This is managed through the DPS centre
processor and PWM pulse width modulation technology,
delivering cost savings and environmental benefits.
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Austand CGR MRL Passenger Lift Specification

CGR-Machine-Room—Less Technical Specification (450kg-900kg) Side Open

List | Load | Speed Shaft size Cabin size Doorsize  |Overhead Altura| Pit Motor Power | Power Supply
1.0m/s 3700mm 1350mm 3.3KW 3Phases
1 | 450kg 1600x1650mm | 1000x1250x2160mm | 800x2000mm 380V/220V
1.75m/s 3900mm 1500mm 5. 7KW 50/60HZ
1.0m/s 3700mm 1350mm 4 5KW 3Phases
2 | 630kg 1700x1750mm | 1100x1400x2160mm | 900x2000mm 380V/220V
1.75m/s 3900mm 1500mm 7.9KW 50/60HZ
1.0m/s 3700mm 1450mm 5.2KW 3Phases
3 | 800kg 1850x1850mm | 1200x1500x2160mm |  900x2000mm 380V/220V
1.75m/s 3900mm 1600mm 9.1KW 50/60HZ
1.0m/s 3900mm 1450mm 6.3KW 3Phases
4 | 900kg 1950x1950mm | 1300x1600x2350mm |  900x2000mm 380V/220V
1.75m/s 4100mm 1600mm 11.IKW 50/60HZ

CGR-Machine-Room-Less Technical Specification (900kg—1150kg) Centre Open

List | Load

Speed

Shaft size

Cabin size

Door size

Overhead Altura

Pit

Motor Power

Power Supply

1.0m/s

1.75m/s

2000x1900mm

1300x1600x2350mm

900x2000mm

3900mm

6.3KW

4100mm

11.IKW

3Phases
380V/220V
50/60HZ

1.0m/s

1.75m/s

2100x1900mm
OR
1950x2400mm

1400x1600x2350mm
OR
1100x2100x2350mm

900x2100mm

3900mm

6.3KW

4100mm

11.IKW

3Phases
380V/220V
50/60HZ

1.0m/s

1.75m/s

2150x2250mm

1400x2000x2350mm

1000x2100mm

3900mm

7.8KW

4100mm

13.8KW

3Phases
380V/220V
50/60HZ

AUSTAND CGRSERIES >>>

Austand CGR MRL Passenger Lift GAD

. .’| ~Air Vent
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Shaft section
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Entrance Plan

Top Floors
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SLP-Machine-Room Technical Specification Austand CGR & DEP Series Function Chart

g S T .
Capacity Passenger Speed Cabin size Shaft size Machine room | Door opening |  Pit depth Headroom | Motor power i f FER Fire Emergency Return
(kg) & (m/s) WD (mm) WD (mm) sizeW+D (mm) (mm) (mm, (mm) (kw) | 2
5 AS Attendant Service
1.0 1400 3800 5.5 =
Fan H
450 6 135 1000x1200 | 1600x1850 | 1600x1850 800 1600 4000 75 : TIT E AO Atemaic Operation
1.0 1400|3800 6 ’ ) _
630 8 1.6 | 1100x1400 | 18002100 | 1800x2100 - 00 9.5 HAND Inspection Operation
1.75 11
1.0 1500 4000 7.5 ABP Automatic Bypass
1.6 18502100 9.5
1600 4200
800 10 1.75 | 13501400 | 1850%2100 9.6 LWS Pre-load Start
= 00 e B
10 2100x2500 1500 2000 6.7 Cccc Reverse Car Call Canceling
1.6 2100%x2050 10.7
1.75 1600 4200 11.7 RHB Re-open with Hall Button
1000 13 2.0 1600x1400 1800 4600 13.5
ig 2200%2300 | 3000x3700 ;;88 zggg égg DOT Door Opening Time Is Automatically Adjusted
?'g ;‘288 Zigg 267'9 PSDL Period Setting For Different Landings
1.6 25002200 1600 | 4200 13.9 -
1.75 14.9 LSD Self-learning for Shaft Data
1250 16 2.0 19501400 3000x3700 1800 4300 17.5
2.5 2000 5000 21.3 RME Return to the Main Hall When No Hall Call
3.0 2600%2300 3500 5800 25.5
4.0 1000 4000 6500 34 ASL Automatic Slow Leveling
1.0 1500 4100 9.5
1.6 1600 15.1 . .
175 1600 4200 61 LSS Landing Stop Setting
1350 18 2.0 19501500 | 2600%2350 | 3200x4000 1800 4300 17.6
2.5 2000 5000 23.1 FCCA False Call Canceled Automatically
3.0 3500 5800 27.7
4.0 4000 6500 36.8 DCRL Door Close or Open Responding Lamp
1.0 1500 4300 10.5
;'g 2300%2330 iggg :288 ;g; OPH The Operation Panel to Indicate the Hall Call
1600 21 : 1950x1750 3200x4000 :
2.5 2000 5000 27.5 .
3.0 2600%2600 3500 5800 32.7 ECL Emergency Car Light
4.0 1100 4000 6500 43.6
1.0 1500 4500 13 T OHS Overload Alarm
1.6 2800%2700 | 3200x4000 1600 4600 20.7 s
2.0 1800 4800 26 3 . . . .
2000 26 55 2000x1900 3000 =000 = ¢ CLO,CVO Car Light or Ventilation Shut Off Automatically
3.0 2850%2850 | 3500%4500 3500 5800 41
4.0 4000 6500 51.3 | El Emergency Interphone
ITH,FIH Inspection &FullIs Indicated In Hall Panel
| Machineroom width
MFR Mal-function Record
ATTENTION oo
. . . ) . i m b DMF,ND Dot-matrix Floor Number Display
* This catalogue is subject to change without notice. °
. 0 i
Copyright reserved by Austand Elevator Company. EA Emergency Alarm
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